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Installation instructions 
BRIGID RIGID VINYL FLOORS 
 
 
Version: 01/2024                                                                                  EN 

 
To obtain an optimal result, we recommend reading the following installation instructions carefully 
and follow them closely. 
 

WHERE TO INSTALL BRIGID? 
 
Brigid rigid vinyl floors are designed for residential use indoors. The product is not designed for 
outdoor use. 
 
Brigid rigid vinyl floors are waterproof and can be used as floating floor covering in damp rooms such 
as bathrooms, toilets or kitchens. Brigid rigid vinyl floors are not suitable as floor covering for walk-in 
showers (or other rooms with integrated water drainage), saunas, swimming pools or other wet areas. 
 
AMBIENT TEMPERATURE 
Brigid Rigid Vinyl Floors is designed for installation indoors in heated areas (5-35°C). The optimal use 
temperature of the floor is between 18-25°C. 
 
The product is not intended for outdoor use or in unheated/uninsulated applications such as camper 
vans, boats, verandas or solariums. 
 
Protect the floor against extreme direct heating (floor surface locally >60°C). Ask your distributor for 

advice or contact us. For a fireplace or stove, always use a cover plate or fireproof mat. 

UNDERLAY 

The Brigid floor covering has an integrated underlay. Placing an additional, loose underlay under the 

Brigid is strongly discouraged, as this can lead to a floor structure that is too soft. As a result, the click 

connection will not receive sufficient support, which may result in damage or breakage. 

 

MOISTURE BARRIER 

In older buildings without a proper water barrier, or where there is a high risk of rising damp, due to 

a wet basement for example, the use of a moisture barrier (0.2mm) is highly recommended. Also 

with underfloor heating in wet construction (screed, leveling compound), we recommend to place a 

moisture barrier between the subfloor and the floor. 

It is recommended to apply a water membrane foil (0.2 mm) under Brigid Rigid Vinyl Floors in damp 

areas such as bathrooms. Although Brigid Rigid Vinyl Floors are completely waterproof, water can 

always seep between the joints or under the edge of the Brigid floor, penetrate the screed and cause 

damage. 

Please note that the screed must always be completely dry and meet the preset moisture values, even 

with a moisture barrier! 
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FLOATING INSTALLATION 

Brigid Rigid Vinyl Floors are always installed as a floating floor system, without glue. The floorboards 

have a 360° click system that allows you to continue laying in any direction. 

The floor boards must be able to expand and contract freely at all times in response to changes in 

temperature. Never glue, nail or fix the floor boards to the screed, walls or any other part of the room. 

EXPANSION JOINTS 

Minimum 8 mm free expansion joint around all walls, door frames, window frames, sills, pipes and 

heavy objects in rooms. Never use silicone sealant or other flexible paste to fill expansion joints.  

During installation, spacer blocks should be used around all walls, sills, doorframes, window frames, 

pipes and heavy objects so that the expansion joint of at least 8 mm is always respected and the Brigid 

floor does not move. Remove the blocks only after the Brigid floor has been fully laid. 

EXPANSION REQUIREMENTS 

Brigid can be laid up to a maximum area of 10x10m (100 m²). For longer or wider surfaces than 10 m, 

additional expansion joints must be provided. 

If there is a temperature difference of 12°C or higher between different rooms, an expansion joint 

must be provided. Also for surfaces with underfloor heating in one room and not in the other. These 

two parts may expand differently, resulting in tension. 

HEAVY ELEMENTS ON THE FLOOR 

We recommend placing heavy objects, e.g. kitchen islands, built-in cupboards, etc., before laying the 

Brigid floor and not on top of the Brigid floor. 

Heavy objects may block the floor and prevent it from expanding/contracting with temperature 

changes. As an indicative guideline, heavy objects should not exceed 1000 kg and/or exert a load 

greater than 50kg/cm². Always respect the 8 mm expansion joint around legs, plinths, etc. 

 

TRANSPORT AND STORAGE 
 
It is important to always store and/or transport boxes of Brigid floor boards on a dry, flat and firm 
surface, in neat stacks, lying flat (i.e. not overhanging) and never vertically. 
 
Store your Brigid floor indoors at a temperature of 5-35°C. 
 

PREPARATION 
 
ACCLIMATIZATION AND TEMPERATURE 
To guarantee an effective installation experience, it is essential to store the Brigid floor horizontally for 
at least 12 hours before installation in the room in which you intend to install the Brigid floor. This is 
to achieve the ideal installation temperature of 18°C-25°C. It allows the material to ‘de-stress’ from 
any tension it may have suffered during transport or storage. Maintain this temperature for 24 hours 
before and after installation. 
 
During the lifetime of the floor, the ambient temperature should be a minimum of 5°C and a maximum 
of 35°C. Protect the floor from extreme direct heating (floor surface locally >60°C). 
We recommend a humidity of 40-80%. 
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WHAT DO YOU NEED? 
You do not need much material to install a Brigid floor. A sharp Stanley knife, a measuring rod, a pencil 
and spacers (8mm) are essential. Other material that is useful in certain situations or allows you to 
work more precisely: a handsaw, jigsaw power tool and/or electric saw with trespa or metal blade, a 
crowbar, a rubber hammer, carpenter’s square, an angle meter, a vacuum cleaner, personal protective 
equipment, ... 
 
SCREED (SUBFLOOR) 
Brigid Planks can be installed on various subfloors such as concrete, sand cement, anhydrite, wood, 
ceramic tiles, etc. The screed must be hard, sufficiently flat, non-resilient and must meet all the 
prescribed conditions. A decent preparation of the screed is essential for an optimal result. First 
remove all existing soft and/or floating floor coverings such as carpet, felt, vinyl and laminate. Hard, 
non-floating floor coverings such as tiles or glued parquet can remain in place. 
The screed must be clean, leveled, permanently dry and stable. Remove all traces of plaster, paint, 
glue, oil, grease, etc. Vacuum the floor thoroughly. 
 
Brigid is an aesthetic floor finish and does not serve to solve structural problems. 
 
UNEVENNESS 
Roughness, cavities or bumps in the screed can cause an uneven floor surface and thus accelerate 
wear of the Brigid floor or click system. They can also lead to seam formation. Therefore, the subfloor 
must not have floor height difference of more than 5 mm over 2 linear meters or 1 mm over 20cm. 
Thanks to the strong Rigid Core you can bridge these slight bumps. 

 
Are the unevennesses larger? Then you can level out the screed with a suitable levelling compound 
or solid board material. Bumps must be sanded away. Ask your dealer or installer for advice.  
 
PREPARATION FOR A CONCRETE OR SCREED FLOOR 
Always give a freshly poured screed, concrete or anhydrite screed sufficient time to dry out. The 
moisture content of the screed must not exceed the following values before installation and during 
its life cycle: 
 
 

 Cement bonded Anhydrite 

No underfloor heating <2% CM <0,5% CM 

With underfloor heating <1,5% CM <0,3% CM 

 
Always keep the above values in mind! Always measure, record and store the results of the moisture 
measurements. Be aware that in deeper layers there may still be a lot of residual moisture. If 
underfloor heating applies, allow the screed to dry naturally enough before starting the heating-up 
protocol. Once the floor is dry enough, we recommend installing a moisture barrier between screed 
and floor. 
 
Repair surface imperfections with an appropriate repair compound and check if a primer or sealer 
is needed. Visually smooth does not necessarily mean that the floor is levelled. Always check the 
slope of the screed and correct where necessary. 
 
 
PREPARATION IN CASE OF CERAMIC TILES 
It is not necessary to fill or level the joints between the tiles as long as they are <4 mm wide 
and/or <2 mm deep. Wider or deeper joints may sound hollow or provide insufficient support for 
the floor. Also check that no tile edges protrude upwards and that there is no moisture problem in 



Version 01/2024 – This document replaces all printed and electronic installation and technical recommendations that were 
previously distributed. 

 

the joints. The tiles must be completely fixed. 
 
PREPARATION IN CASE OF WOODEN SUBFLOOR 
Check the floor for signs of mould and/or insect infestation. Make sure that the screed is levelled 
and nail down any loose parts. If necessary, apply a levelling floor or levelling compound to 
optimally prepare the covering floor. It is essential that the crawl space between the floor and the 
wooden screed is always ventilated. Remove any obstacles and ensure sufficient ventilation 
(minimum 4 cm² total ventilation opening per m² of floor). Always check the moisture content of 
the wooden floor. This may not be more than 10%. 

 
MOISTURE IN THE SUBFLOOR  
Although the Brigid  Planks are insensitive to moisture, they are not intended for use as a moisture-
inhibiting or waterproof system. In case of moisture, the screed must be sufficiently dried out or 
made vapour-tight before the Brigid floor is installed. Moisture or rising residual moisture under 
the floor can lead to unhealthy mould formation and/or push up the floorboards with the chance 
of permanent deformation. 
 
UNDERFLOOR HEATING AND COOLING 
Brigid Rigid Vinyl Floors can be installed on a subfloor with traditional underfloor heating and/or 
cooling (water-based and/or electrically thermostatically controlled) incorporated in the subfloor 
or levelling compound. The mass between the heating element and the underlay must be at least 
9mm. 

 
The room temperature of the Brigid floor cannot exceed 27°C. Before, during and at least 24 hours 
after the installation of your Brigid floor, the room temperature must remain between 18°C-25°C. 
The floor heating system can then be gradually increased or decreased, with a maximum of 5°C per 
day. 

 
Always check the deep lying residual moisture with underfloor heating in a newly poured screed. 

Allow the screed to dry out sufficiently and then always go through the entire heating-up 

protocol! The floor heating must be extensively tested and there must be a moisture 

measurement before the Brigid floor is installed. Moisture measurement results must be 

recorded. In case of underfloor heating in a wet construction (screed, levelling), we always 

recommend installing a moisture barrier between the screed and the underlay. 

 
The heating behaviour and setting of the underfloor heating is the responsibility of the end user. 

 
There are many different types of underfloor heating with different structures. For example, the use of 
a moisture barrier between layers is sometimes mandatory. Always check the suitability of the 
underfloor heating or cooling system in the manufacturer's instructions. 

 
The recommended minimum water temperature for an underfloor cooling system is 18°C. 
If the water temperature is lower than 18°C or the difference between the water temperature and 
the room temperature is too big, this can lead to condensation. A built-in condensation monitoring 
system can prevent this. When using an underfloor cooling system, make sure that there is always 
a good control unit with a safety device against temperatures that are too high and/or too low. 

 
Always seek advice from the installer of your heating and/or cooling system. 
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IMPORTANT POINTS OF INTEREST BEFORE INSTALLATION 
 

PRODUCTION NUMBER 
The production number of your Brigid floor can be found on the short side of the packaging and on 
the back of each floor board. For example: 03210523. Small colour variations in the same batch 
number contribute to the natural look of your Brigid floor. 

 
Two different batches can differ slightly in colour and/or gloss level. We therefore recommend 
always working from the same batch. Check this before installing the floor. 

 
VISUAL CHECK 
Checks must be made in optimal light conditions, before and during installation. Floor boards with 
visible defects can never be installed. An installed board with a visible defect is considered as being 
accepted. 

 
MIX 
Mix floor panels from different packs during the installation. This ensures a good spread of the 
different floor panels and avoids possible color contrasts. For the most beautiful, natural result, 
avoid two identical floor panels close together. 

 
OVERLAP  
Always ensure that there is a minimum distance of 30cm between two end joints (20cm for tiles). 
Vary the distances for a natural effect. Cut off pieces for the last floor section in a row can be used 
again as the first floor section in the following rows. Advice: Skip at least 1 row to avoid a staircase 
effect. 
 
LAYING DIRECTION 
Brigid can be laid in any direction thanks to the 360 degree click system. 
Visually, you get the best result if you lay the floor panels parallel to the longest wall and/or in the 
direction of light. This way the structures are more visible. 

 
STRAIGHT START  
Pay close attention to the placement of the first 2-3 rows. Make sure that these are in one straight 
line and that all joints close nicely. Otherwise laying errors will continue in the rest of the floor. A 
good start is half the battle. 
 
MEASURING THE SPACE  
It is important to measure the (most important) spaces before installation. This measurement helps 
you determine whether the first row needs to be sawn to achieve an even distribution left and right. 
The first and last row should be at least 1/3 of the width of a floor section. The hallway is often an 
important reference point in the house. 

 
CUTTING WASTE 
Always calculate more floor superficies than the area that is to be installed. We recommend 5%. 
Please note: these are guideline figures. The exact percentage may vary depending on the space. 
Ask your distributor for advice. 
 
BUILDING HEIGHT 
The total thickness of a Brigid floor is 5mm. Keep this in mind for the height of the doors, kitchen 
island, etc. 
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INSTALLATION 
 
Installation of the first two rows. 
We pay a lot of attention to the installation of the first rows because it is extremely important that 
they are perfectly aligned. 
 
Start with the first (complete) floor panel in the upper left corner of your room. 
 
Then take an incomplete floor panel (minimum 1/3 and maximum 2/3 of a panel) as first panel for 
the second row. Hold the panel at an angle of ± 30 degrees with the tongue in the groove of the first 
panel of the first row and then lower it. The panels will click automatically into each other. 
 
Take a third floor panel of your choice. Place the panel at an angle of ± 30 degrees on the short side 
with the tongue in the groove of the other panel on the second row and then lower it. 

 
Now there's a narrow gap visible between the panel of the first row and the one on the second row. 
In order to close the gap, lift panel three at an angle of ± 30 degrees. While holding the panel in this 
position, slide then the long side of this panel into the groove of the first panel (on the first row). 
Then carefully lower panel three. The panels will now click into each other. 
 
Place the fourth panel at an angle of ± 30 degrees with the long side in panel three using the tongue-
in-groove system and then lower it. Then use a tapping block or tension to slide the short side of 
panel four and one into each other. 
 
Repeat these operations until you reach the end of the first two rows. Then slide the whole nicely 
against the wall. Use spacers to respect the expansion joint of five mm. Do not remove these blocks 
throughout the installation for an optimal and linear straight result. 
 
Installation of the next rows.  
A remaining piece of a floor panel from the previous rows can serve as a starting panel for a next 
row provided it is at least 1/3 of an entire floor panel. Make sure that the ends of the panels in two 
consecutive rows are never laid the same. Always allow the end connections to be offset by at least 
30 cm (20cm for tiles). 
 
Place the long side of the first panel of the third row at an angle of ± 30 degrees against the already 
installed panel of the second row. Move the panel to be placed slightly up and down and exert a 
forward pressure at the same time. The panels will automatically click into each other. 
 
To place the next panel of the third row, first click the panels together on the short side according 
to the previously described tongue-ingroove system and then lower the floor panel. Now there's a 
narrow gap between the panels of the current and those of the previous row. 
 
Now close the gap: Hold the floor panel at an angle of ± 30 degrees and while keeping this angle, 
slide the tongue of the panel into the groove of the previous row of panels. Slide it until the gap 
between both rows is completely closed and then lower it gently. The panels will automatically click 
into each other.  
 
TIP: Put a box of panels at the end of the row you are clicking into each other to make sure that the panels stay in place 
during installation. Always use spacers to respect the expansion joint of 8 mm and do not remove them during the whole 
installation. 
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Installation of the last row: 
Leave an expansion joint of 8 mm between the last floor panel and the wall. In order to respect the 
expansion joint, you will have to cut the floor panels in length. To install the floor panels of the last 
row, you can use a metal striking bar. Note: uneven slamming or slamming too hard can cause 
damage to the floor panels. 
 
Panel width of the last row 
Place the floor panel that you are going to install on top of the penultimate row. Put another panel 
on top of this panel, that lets you connect against the wall. Now use this last panel to mark the 
distance to the wall on the panel to be used and cut it. 
 
Finishing 
After installing the last row, remove all spacers and install the skirtings. Attention: never attach the 
skirtings to the floor but always to the wall with the help of mounting glue. The floor must always 
be able to expand and contract under the skirtings. Never us a silicone sealant or other flexible paste 
to fill the minimum expansion joint of 8 mm. 

 
 

OBSTACLES 
 

Difficult-to-reach places 
In places where it is difficult to tilt the panels (e.g. beneath radiator), use a pull bar to pull the 
floor panels together. 
 
Doorframes 
When the new flooring meets a threshold or a doorway, we recommend undercutting the 
mouldings. To secure the right cut, turn a panel upside down and place it on the floor up to the 
door frame. Then place the hand saw flat against the floor panel and simply cut through the 
frame. Remove the cut-out piece and vacuum away the debris. You can now simply click the panel 
in on the long side at the side of the undercut moulding. Use the pull bar to secure absolute 
tightness in the long and short joint. 
 
Pipes 
In rows where there is a pipe, make sure the pipe falls exactly in line with the short side of two 
panels. Take a drill bit with the same diameter as the pipe plus 8 mm expansion gap. Click the 
planks together on the short side and drill a hole centred on the joint between the two planks. 
Now you can install the planks. 

In case of a double pipe, drill a hole at each of the marked points that is equivalent to the 
diameter plus 8 mm expansion gap. If located on the long side, make a 45° cut from each whole 
to the edge of the plank. Then, using an appropriate glue along the cut edges of the piece you cut 
out, glue the piece into place. Be sure no glue comes between the cutout piece and the subfloor. 

 

MAINTENANCE 
 
You can walk on the floor during and immediately after installation. Due to the extra coating of the top 
layer, special treatment after installation is not necessary. This coating protects your Brigid floor 
against dirt and makes maintenance easier. 
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Some preventive precautions. 
Some simple preventive precautions help you to maintain the view and maximize the life cyclus of your 
Brigid floor. 
 
Door mat 
Most of the pollution comes from an external source. Avoid entering dirt, water and sand by placing 
an adapted foot mat, without a rubber back, on all entrances. This not only helps to prevent damage 
(accumulated dirt under sliding furniture can cause (light) damage in the form of scratches) but also 
facilitates maintenance and extends the life of your Brigid floor. 
 
Protect sliding furniture 
Protect furniture and chair legs with proper protective caps. 
Place soft wheels (EN12590) that are suitable for vinyl/PVC floors and/or use a suitable desk mat 
under your (office) chairs and armchairs.  
 
Never drag heavy objects or furniture over the floor, but lift them up. 
 

Avoid discolouration 
Every floor covering discolours under the (long-term) influence of sunlight, whether this is parquet, 

laminate, PVC/vinyl or carpet. This is caused by the UV radiation in the sunlight. Good sun protection 

is important to avoid discolouration.  

 
Avoid contact with rubber 
In the case of prolonged contact between vinyl/PVC and rubber, a permanent dark-brown 
discolouration may occur due to migration (such as a rubber ring under a trash can, rubber doormats, 
bicycles, etc.). Rubber caps under furniture can also cause streaks due to friction. We therefore 
recommend that you check all furniture and all utensils for rubber caps and provide them with the 
correct protection. 
 
Fire 
Do not bring cigarettes, matches or other hot objects into contact with the floor. These can cause 
permanent damage. 
 
Cleaning and maintenance 
Brigid rigid vinyl floors do not require maintenance after installation as is the case with parquet or 
linoleum. Thanks to the extra coating of the top layer, special treatment after installation is not 
necessary. This coating protects your Brigid floor against dirt and makes maintenance easier. 
 
First cleaning after installation 
 

• First remove all coarse dirt and dust from the floor with a soft brush or vacuum cleaner. 

• Clean the floor with water and a pH-neutral maintenance product. 

• Repeat this at least twice or as much as necessary until the water remains clean. 
 
Regular maintenance 
 

• Remove daily dirt with sweeping, dust wiping or vacuuming (vacuum cleaner with soft head). 

• Remove stains and splashes with a damp cloth or mop. 
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• Mopping: leave the floor as dry as possible. Never use more than the prescribed amount of 

maintenance product. 

• Stubbornly dried-in dirt: soak for 5 minutes and then remove with a mop. 

• Never use maintenance products that contain wax or oil. Do not use vinegar, polishes, 

abrasives, corrosive detergents or solvents. 

 

Periodic maintenance 

• Mop with a traditional mop or with a damp mop. 

• You can use a little more water in combination with a neutral maintenance product suitable 

for vinyl/PVC floors (pH 7). 

• Never use maintenance products that contain wax or oil. Do not use vinegar, polishes, 

abrasives, corrosive detergents or solvents. 

 

Remove stubborn stains 

• First remove the loose dirt and dust from your floor with a soft brush or vacuum cleaner. 

• Then mop your floor with water and an intensive cleaner. 

• Leave on for 10 minutes and then remove any loose dirt with a clean, damp mop. 

• Then mop your floor with clean water. 

 
Maintenance product 
Ask your dealer for advice on vinyl / PVC floors. Other maintenance products can contain 
substances that can damage your floor. 
 
 

 


